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kreon    kagi 

catalogue 3

kagi 16 surface mounted, level 1 kagi 26 surface mounted, level 1 kagi blind surface mounted, level 1kagi blind surface mounted, level 1

kreon.com

An ingenious junction allows a perpendicular, 90° tilted 
second level connection of the 24V profile.  

Additionally, round or square shaped spotlights, wallwashers 
and deco lights can be added by clamping them on the main 
profiles. It is possible to change the position of the spotlights 
over the track. kreon kagi is an essential tool for architects 
and lighting designers that can be used as a graphic play of 
light or guide light. 

kagi means "key" in Japanese referring to the shape of a 
keyhole, which equals the shape of the profile and mimics the 
key to a 3-dimensional world.  

kreon kagi is an innovative and extremely versatile profile 
system combining linear and accent lighting. 

The basic 24V profile can be either recessed or surface 
mounted and can optionally be equipped with 16mm or 26mm 
diameter satinated continuous light tubes for a sustained soft 
light distribution. 

holon 40 stone on-kagi, wall mountedholon 40 stone on-kagi, wall mountedprologe 40 on-kagi fixed, level 1, whiteholon 40 on-kagi wallwasher, level 2, black
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kreon    kagi kagi 16
holon 40 downlight on-kagi

A

B

C

D

E

F

catalogue 3kreon.com

Lightdesigner Moon.Lighting
Photographer kreon

Project Maria Fernanda 
Your Hair Stylist 

Location Lichtaart, Belgium

A    kreon kagi profile 16 lvl 1 with feed cable
B    kreon prologe on-kagi downlight lvl 1
C    electrical cross connector
D    kreon kagi profile 16 lvl 2 no feed cable
E    kreon prologe on-kagi downlight lvl 2
F    mounting block, lvl 2
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kreon    kagi profile, level 1
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kagi blind surface mounted, level 1
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kagi 26, surface mounted, level 1

kagi 26, silver bowl under,surface mounted, 
level 1

kagi 16, surface mounted, level 1

catalogue 3

■ Required accessories

Installation tool KR754911 Tooling set for installation of level 1 profile + modules ➋

■ Optional accessories

Power supply hide-away KR754801 Plasterkit + blind cover, white ➌

Surface mounted connection box KR754821 Surface mounted connection box, level 1, 24Vdc, white

KR754822 Surface mounted connection box, level 1, 24Vdc, black

Power supply 4 kR772070 LED power supply 24VDC, 60W, ON-OFF 

KR772072 LED power supply 24VDC, 60W, 0-10V

KR772073 LED power supply 24VDC, 60W, DALI 5

KR772074 LED power supply 24VDC, 60W, Casambi

KR772270 LED power supply 24VDC, 120W, ON-OFF 

KR772272 LED power supply 24VDC, 120W, 0-10V

KR772273 LED power supply 24VDC, 120W, DALI 5

KR772274 LED power supply 24VDC, 120W, Casambi

CV dimmers KR774106 1-10V 24Vdc controller for linear light tubes

KR774206 DALI 24Vdc controller for linear light tubes

Gateway KR762070 Casambi DALI gateway 5

Switches KR762971 Casambi Xpress switch, white

KR762972 Casambi Xpress switch, black
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kagi blind surface mounted, level 1
Gear: excl. input voltage: 24Vdc ➊

● KR954902 ● ● ● ● ● ■ ■

kagi 16 surface mounted, level 1
Gear: excl. input voltage: 24Vdc ➊

● KR954502 1 ● ● ● ● ● ● ● ● ■ ■

kagi 26 surface mounted, level 1
Gear: excl. input voltage: 24Vdc ➊
No additional fixtures or cross connectors possible

● KR954602 ➁ ● ● ● ● ● ● ● ● ■ ■
➂ ● ● ● ● ● ● ● ● ■ ■

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 808lm/m

➁ LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 873lm/m

➂ LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 205lm/m

REMARKS
➊ Level 1 profiles are 
supplied with 2m feed cable 
at the end. 2~circuits, max. 
system load: 2x84W
➋ One tooling set per project is 
recommended 
➌ To place remote power 
supply on plenum while 
maintaining access
4 Suitable for installation 
with power supply hide-away 
accessory

Surface mounted 
connection box, level 1Power supply hide-away

5 To address and control light 
modules individually with DALI, 
use the Casambi DALI gateway 
in combination with Casambi 
enabled light modules.  To 
address and control all light 
modules at the same time, use 
the dimmable light modules.

Wall mounting: required 
accessories are included

IP20
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kreon    kagi modules, level 1
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holon 40 on-kagi fixed, level 1

prologe 40 on-kagi fixed, level 1

holon 40 stone on-kagi, level 1

prologe 40 stone on-kagi, level 1

catalogue 3kreon.com
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holon 40 on-kagi fixed, level 1 ➊ ○ KR954521 1 ● ● ● ● ● ●
● KR954522 1 ● ● ● ● ● ●

holon 40 on-kagi wallwasher, level 1 ➊ ○ KR954561 ➁ ● ● ● ●
● KR954562 ➁ ● ● ● ●

holon 40 stone on-kagi, level 1 ➋
alabaster finish ➌

● KR954582 ➂ ● ● ● ●

prologe 40 on-kagi fixed, level 1 ➊ ○ KR954021 1 ● ● ● ● ● ●
● KR954022 1 ● ● ● ● ● ●

prologe 40 on-kagi wallwasher, level 1 ➊ ○ KR954061 ➁ ● ● ● ●
● KR954062 ➁ ● ● ● ●

prologe 40 stone on-kagi, level 1 ➋
alabaster finish ➌

● KR954082 ➂ ● ● ● ●

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 24Vdc 9,8W 465lm

➁ LED CRI90+ 2700K/3000K 24Vdc 5,2W 279lm

➂ LED CRI90+ 2700K/3000K 24Vdc 9,8W 159lm

REMARKS
kreon kagi modules cannot be 
used on kreon kagi 26 profile.
➊ Only compatible with 
ceiling mounted profiles
➋ Compatible with ceiling 
mounted and vertical wall 
mounted profiles.
➌ Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.

IP20
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kreon    kagi profile, level 2
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kagi blind surface mounted, level 2
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kagi 26, surface mounted, level 2

kagi 16, surface mounted, level 2

catalogue 3

■ Required accessories

Cross connector KR754611 Mechanical cross connector, level 1 to level 2, white

KR754612 Mechanical cross connector, level 1 to level 2, black

KR754711 Electrical cross connector, level 1 to level 2, white

KR754712 Electrical cross connector, level 1 to level 2, black

■ Optional accessories

Mounting blocks KR754601 Mounting block, to support level 2 profile, white

KR754602 Mounting block, to support level 2 profile, black

Surface mounted connection box KR754811 Surface mounted connection box, level 1+2, 24Vdc, white

KR754812 Surface mounted connection box, level 1+2, 24Vdc, black
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kagi blind, level 2 
Gear: excl. input voltage: 24Vdc ➊ ➋ ➌

● KR954412 ● ● ● ● ● ■ ■

kagi 16, level 2
Gear: excl. input voltage: 24Vdc ➊ ➋ ➌

● KR954012 1 ● ● ● ● ● ● ● ● ■ ■

kagi 26, level 2
Gear: excl. input voltage: 24Vdc ➊ ➋ ➌
No additional fixtures possible

● KR954112 ➁ ● ● ● ● ● ● ● ● ■ ■

REMARKS
➊ 2~circuits, max. system 
load: 2x84W
➋ Only compatible with ceiling 
mounted profiles.
➌ Second level profiles can 
never be combined for wall 
applications. 

IP20

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 808lm/m

➁ LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 873lm/m

Surface mounted 
connection box, level 2

Electrical 
cross connector

Mechanical 
cross connectorMounting block
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kreon    kagi modules, level 2
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holon 40 on-kagi, fixed, level 2

prologe 40 on-kagi, fixed, level 2

holon 40 stone on-kagi, level 2

prologe 40 stone on-kagi, level 2

catalogue 3kreon.com
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holon 40 on-kagi fixed, level 2 ○ KR954531 1 ● ● ● ● ● ●
● KR954532 1 ● ● ● ● ● ●

holon 40 on-kagi wallwasher, level 2 ○ KR954571 ➁ ● ● ● ●
● KR954572 ➁ ● ● ● ●

holon 40 stone on-kagi, level 2
alabaster finish ➊

● KR954592 ➂ ● ● ● ●

prologe 40 on-kagi fixed, level 2 ○ KR954031 1 ● ● ● ● ● ●
● KR954032 1 ● ● ● ● ● ●

prologe 40 on-kagi wallwasher, level 2 ○ KR954071 1 ● ● ● ●
● KR954072 1 ● ● ● ●

prologe 40 stone on-kagi, level 2 
alabaster finish ➊

● KR954092 ➂ ● ● ● ●

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 24Vdc 9,8W 465lm

➁ LED CRI90+ 2700K/3000K 24Vdc 5,2W 279lm

➂ LED CRI90+ 2700K/3000K 24Vdc 9,8W 159lm

REMARKS
kreon kagi modules cannot be 
used on kreon kagi 26 profile.
➊ Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.

IP20
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kreon    kagi recessed profile
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kagi 26, recessed mounted

kagi 26, side bowl under, recessed mounted

catalogue 3

■ Required accessories

Plasterkit for recessed mounting ➊ KR754001-XS Plasterkit, XS

KR754001-S Plasterkit, S

KR754001-M Plasterkit, M

KR754001-L Plasterkit, L

KR754001-XL Plasterkit, XL

■ Optional accessories

Connector KR754002 Connector to align consecutive plasterkit profiles

Power supply KR772070 LED power supply 24VDC, 60W, ON-OFF 

KR772072 LED power supply 24VDC, 60W, 0-10V

KR772073 LED power supply 24VDC, 60W, DALI ➋

KR772074 LED power supply 24VDC, 60W, Casambi

KR772270 LED power supply 24VDC, 120W, ON-OFF 

KR772272 LED power supply 24VDC, 120W, 0-10V

KR772273 LED power supply 24VDC, 120W, DALI ➋

KR772274 LED power supply 24VDC, 120W, Casambi

CV dimmers KR774106 1-10V 24Vdc controller for linear light tubes

KR774206 DALI 24Vdc controller for linear light tubes

Switches KR762971 Casambi Xpress switch, white

KR762972 Casambi Xpress switch, black
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kagi 16 recessed mounted
No additional fixtures or cross connectors possible

● KR954002 1 ● ● ● ● ● ● ● ● ■ ■

kagi 26 recessed mounted
No additional fixtures or cross connectors possible

● KR954102 ➁ ● ● ● ● ● ● ● ● ■ ■
➂ ● ● ● ● ● ● ● ● ■ ■

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 808lm/m

➁ LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 873lm/m

➂ LED CRI90+ 2700K/3000K 24Vdc 12,3W/m 205lm/m

REMARKS
➊ Plasterkit profile should 
be finished with polyester 
gypsum.

Light modules can't be applied 
on recessed mounted kagi 
profiles.

Thickness boardmaterial:
12,5mm / 15mm / 18mm

IP20


